
POWER STEERING COOLER SPECIFICATION

KIT CONTAINS:

— Nylon mounting ties

— 3/8' Hose

— Hose clamps

— Detailed instructions

The Power Steering Oil Cooler removes destructive heat
generated within a power steering system, especially in
vehicles with large tyres such as, performance vehicles, off-
road vehicles and vehicles used for towing or carrying heavy
loads.

Installation of a Power Steering Oil Cooler will prolong the
life of the system's pump, hoses and seals.

OVERALL
	

CORE

PART No. THICKNESS LENGTH WIDTH LENGTH WIDTH APPLICATION

1009 19 226 64 148 64 Vehicles with 3/8" I.D.
Power Steering return hose

ACCESSORIES

QUICK FIT KIT CONTAINS:

— 4 Nylon mounting ties

QUICK FIT KIT

When replacing a Transmission Cooler or Power Steering
Cooler, you will need to fit new nylon ties. use only the
Davies, Craig "Quick Fit Kit — P/No. 0579".

NOTES
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TRANSMISSION COOLER SPECIFICATION

ULTRA-COOL TRANSMISSION COOLERS

The industry's first transmission cooler, the Ultra-Cool
transmission cooler is available in three sizes to suit a wide
range of applications from small sedans to light commercial
vehicles.

FEATURES:

• Ultrasonically soldered for reliability.
• 100% pressure tested at 300psi for quality assurance
• High efficiency turbulators in every tube for maximum

heat dissipation
• 3/8" push-on fittings for quick and easy installation

OVERALL
	

CORE

PART No. THICKNESS LENGTH WIDTH LENGTH WIDTH FITTING SIZE
401 20 319 127 224 127 3/8" PUSH ON

403 20 316 191 224 191 3/8" PUSH ON

404 20 403 191 310 191 3/8" PUSH ON

(Refer to page 19 for vehicle applications)

Note: Ultra-Cool Transmission coolers are only
recommended for vehicles manufactured
prior to 1990

ALL KITS CONTAIN:

—Nylon mounting ties
— 3/8" hose
—Hose clamps
—Detailed instructions

HYDRA-COOL TRANSMISSION COOLERS (Universal)

Hydra-Cool's unique plate and fin design offers excellent
cooling efficiency in a compact, space efficient design.

FEATURES:

• 33% more efficient than a comparable tube and fin design
• Pre drilled mounting plates for easy installation
• Four sizes available to fit a wider range of applications
• Internal turbulation for efficient heat transfer
• 3/8" or 5/16"push-on fittings for quick and easy installation

OVERALL
	

CORE

PART No. THICKNESS LENGTH WIDTH LENGTH WIDTH FITTING SIZE CORE P/No.
676 20 281 141 281 112 3/8" PUSH ON 0856
677 20 281 180 281 152 3/8" PUSH ON 0859
678 20 281 213 281 184 3/8" PUSH ON 0853

(Refer to page 19 for vehicle applications)

Note: Hydra-Cool is suitable for all vehicles

ALL KITS CONTAIN:

—Nylon mounting ties
—3/8" hose
—Hose clamps
—Detailed instructions

HYDRA-COOL TRANSMISSION COOLERS (For Specific Vehicles)

OVERALL
	

CORE

PART No. THICKNESS LENGTH WIDTH LENGTH WIDTH VEHICLE CORE P/No.

680 20 280 181 280 151 FORD EA-ED 3/8" 0857
682 21 205 103 155 103 FORD EF 3/8" 0855
685 20 283 174 283 146 GM VN-VS 5/16" 0851

ALL KITS CONTAIN:

—Mounting brackets to suit vehicle
—Hose
—Hose clamps
—Detailed instructions
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